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MCT material properties

Material: MS for Fe-Si-Al, MSF for Fe-Si.

Feature
1.Large energy storage capacity

2.Excellent DC bias characteristic

Material applications

1. Power factor correction(PFC) circuits

2. AC Reactor for inverter
3. Power inductor for large current

4. Buck/Boost inductor for inverter

MCT Part number

MSF - EQ 2619 A XXX

XXX: Permeability 60

A= Core height

2619:

19=Width 19mm

26=Length  26mm

EQ= Core type

MSF=MCT Fe-Si core;MS=MCT Sendust core
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Dimension
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MCT PN Dimensions(mm) Le Ae AL(nH*12%) CSCPN
A B c D E F m | Cm? | yi=26 | Ui=40 | Ui=60

MS-EQ2014A 20.5 14.0 8.1 5.7 8.8 18.0 4.52 0.608 44 68 101 SEQ2014A
MSF-EQ2014A 20.5 14.0 8.1 5.7 8.8 18.0 4.52 0.608 44 68 101 KEQ2014A
MS-EQ2014B 20.5 14.0 8.1 5.7 8.8 18.0 5.32 0.608 37 57 86 SEQ2014B
MSF-EQ2014B | 20.5 14.0 8.1 5.7 8.8 18.0 5.32 0.608 37 57 86 KEQ2014B
MS-EQ2619A 26.5 19.0 10.1 6.8 12.0 22.6 5.47 1.198 72 110 165 SEQQ2619A
MSF-EQ2619A 26.5 19.0 10.1 6.8 12.0 22.6 5.47 1.198 72 110 165 KEQQ2619A
MS-EQ2619B 26.5 | 19.0 12.4 9.1 12.0 22.6 6.39 1.198 61 94 141 SEQQ2619B
MSF-EQ26198B 26.5 19.0 12.4 9.1 12.0 22.6 6.39 1.198 61 94 141 KEQQ2619B
MS-EQ3222A 32.0 22.0 10.3 6.6 135 27.6 6.03 1.523 83 127 190 SEQ3222A
MSF-EQ3222A | 32.0 22.0 10.3 6.6 135 27.6 6.03 1.523 83 127 190 KEQ3222A
MS-EQ3222B 32.0 22.0 15.2 11.5 13.5 27.6 7.99 1.523 62 96 144 SEQ3222B
MSF-EQ32228B 32.0 22.0 15.2 11.5 13.5 27.6 7.99 1.523 62 96 144 KEQ3222B
MS-EQ3626A 36.0 26.0 17.4 13.4 14.4 32.0 9.47 1.808 62 96 144 SEQ3626A
MSF-EQ3626A | 36.0 26.0 17.4 13.4 14.4 32.0 9.47 1.808 62 96 144 KEQ3626A
MS-EQ4128A 41.5 28.0 19.9 15.4 14.9 36.5 11.52 1.997 57 87 131 SEQ4128A
MSF-EQ4128A | 41.5 28.0 19.9 15.4 14.9 36.5 11.52 1.997 57 87 131 KEQ4128A
MS-EQ5032A 50.0 32.0 25.0 19.5 20.0 44.0 13.34 3.141 77 118 178 SEQ5032A
MSF-EQ5032A | 50.0 32.0 25.0 19.5 20.0 44.0 13.34 3.141 77 118 178 KEQ5032A

Hefei Mycoil Technology Co.,LTD Email: sales@mycoiltech.com

TEL:(+86)551 6619 6289

Website:www.mycoiltech.com  3/7



mailto:sales@mycoiltech.com

BN 1Rk
= Mycoiltech

Core Loss of Sendust Material
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Permeability V.S. Frequency & DC Bias of Sendust Material
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Core Loss of Fe-Si Material
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Permeability V.S. Frequency & DC Bias of Fe-Si Material
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